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TITLE:     NuAire �“  Small Animal Cage Changing Station  
SCOPE:   Research and Animal Care Personnel 
RESPONSIBILITY:  Facility Managers, and Animal Care Staff  
PURPOSE: To Outline the Proper Procedures for Use and Maintenance of a  
    NuAire�“  Small Animal Cage Changing Station 
 
I. PURPOSE 
 

1.   This procedure outlines the use and maintenance of the NuAire�“  Small Animal Cage 
Changing Station that offers the benefits of vertical HEPA filtered airflow for product 
protection on the work surface. 

  
II. RESPONSIBILITY 
 

1.   It is the responsibility of the Facility Manager to ensure that all portable equipment is 
appropriately cleaned, maintained in good working order. 

  
2.   It is the responsibility of the Facility Manager to ensure that all animal care staff are 

adequately trained and experienced in the use of the NUAIRE�“  Small Animal Cage 
Changing Station. 

 
3. It is the responsibility of the animal care staff using a NuAire Small Animal Cage 

Changing Station to read and understand the instruction manual  
 

1.   Turn on station’s blower and lights.  Allow blower to operate for a minimum of 10 
minutes before manipulations are begun in the cabinet. 

 
2. Allow only essential items/supplies in the workstation. 
 
3. Decontaminate cabinet’s interior surface by wiping with a chemical disinfectant (e.g., 

Oxivir Tb or Sporicidin) prior to commencing work.  Do not use chlorinated or 
halogen based cleaners unless followed by a final wipe/rinse with 70% alcohol. 

  
4.  To reduce airflow disruptions : 

a. Movements in and out of the work area should be minimal. 
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b. Activity in the room, including opening and closing doors should be minimal. 
 

5. Following completion of all work, allow the station a 2-3 minute period without activity 
to purge the unit. 

 
6. The cleaning/decontamination of the interior surfaces should be repeated after 

removal of all work materials by wiping with a chemical disinfectant (e.g., Oxivir Tb or 
Sporicidin). 

 
7. Turn off blowers and lights.  Do not use cabinet as a depository for excess laboratory                  

equipment during periods of non-operation. 
     
V. MAINTENANCE 
 

1. Inspect condition of unit and electrical cord/plug to ensure safe operation. Equipment 
determined to be unsafe will be removed from service immediately. 

 
2. The station’s interior consists of both powder coat urethane and type 304 stainless 

steel surfaces.   Do not use chlorinated or halogen based cleaners unless followed 
by a final wipe/rinse with 70% alcohol. 

 
3. The exterior surface is easily cleaned with alcohol followed with any mild household 

detergent. 
 
4. The exhaust pre-filter mesh netting should be checked daily and cleaned as often as 

necessary, but at least weekly. 
 

5. The supply and exhaust pre-filter
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